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ESD-SYSTEM-Acoustic Enclosures

Acoustic Enclosure for Large Screw Compressors

INTRODUCTION

Over the last 20 years Conabeare Acoustics have from
experience developed the ESD system based on 100mm
thick acoustic panels which, when assembled, form a self-
supporting acoustic enclosure. Because of its modular
form it is possible to provide a totally flexible enclosure to
meet a wide variety of applications, which are easy to
both design and install.

The system has a good all round acoustic performance
both in terms of transmission loss and absorption
coefficient giving satisfaction in most installations.
Although basically designed for industrial applications, it
is possible to adapt the design for a multiplicity of uses
such as andiology suites, studios, and soundproofid
offices by the use of interior architectural finish,

CONSTRUCTION

The basic ESD panels are 100mm thick manufactured
from 1.2mm pre-galvanised sheet steel as trays with a
mineral wool infill and glass fibre facing all held in
compression behind 1.00mm galvanised perforated steel,
The panels are supported in a 1.6mm channel frame, top
and bottom and held together with an ‘H’ section joint to
which they are riveted and mastic sealed.

For enclosures with roof spans over 2.5m or where there
may be either internal or external pressures involved some
additional framework may be necessary. All doors, access
panels, windows are designed to customer requirements,
The ESD system includes a weatherproof option for
external applications, lighting and ventilation systems,
inlet and discharge silencers, also a complete range of
paint and plastisol furnishes.






